AY-UF355 LITE WITH
CONTROLLER

READER COLOUR CODE
1 +12V RED
AY-UF355 2 oV BLACK
3 D1 WHITE
4 DO GREEN
12V/IRED SGWER 5 GREEN LED GREY
ﬁ ADAPTER g DOOR 6 BUZZ PURPLE
0V/BLACK SENSOR
RJ-45 COLOUR CODE
GND/BLACK DIRECT CABLE ] CROSS CABLE
PUSH 1 WHITE-ORANGE] WHITE-GREEN
D1/YELLOW BUTTON 2 ORANGE GREEN
| E NO 3 WHITE-GREEN JWHITE-ORANGE
ROUTER DO/WHITE ® p:‘ CI‘?CM 4 BLUE BLUE
S 5 WHITE-BLUE WHITE-BLUE
o 6 GREEN ORANGE
: 7 WHITE-BROWN | WHITE-BROWN
T 14 || | 8 BROWN BROWN
1
|—| olojololo|-|=]alolx|-|ZlZ]e
I EHEHERNERENEREE
SINGLE DOGOR RELAY SETTING
CONTROLLER 1 2
RY1-CLOSE RY2-CLOSE
POWER-LOCK | JP7-CLOSE JP10-CLOSE
g JP6-OPEN JP9-OPEN
RJ 45 RESET
EMERGENCY Nt DRYCONTACT- RY1-OPEN RY2-OPEN
BREAK GLASS o1 orne LOCK JP7-OPEN | JP10-OPEN
XX JP6-CLOSE JP9-CLOSE
NORMALLY JP5 JP5
RELAY 2 OPEN JP8 JP8
RELAY 1 IP ADDRRESS: The default IP address should be
showed on a warranty sticker with a square on to the
NO/ NC numbers.
EM LOCK o mes 13.6VDC | 3A SOWER Example: XXXXX. Then the IP for the door
RY2 VDC controller would be 192.168.0.XX
Jpd
POWER CABLE TYPE
) 18 AWG 2 Core
e 22 AWG 4 Core
Vol 12 VOLT POWER ADAPTER
ON  OF TENPER BATTERY 12V 2A - Only for single Face Recognition device only
KEYSWITCH 12V 5A - For More than 1 Face Recognition device
Input Controller supply 12V 0.5A

Output Controller supply 12V 2A
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