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READER COLOUR CODE

1 GND GREEN
z D] BLUE
3 DO WHITE
4 GND BLACK
5 TRIG1 RED

RJ-45 COLOUR CODE

IP ADDRREESS: The default 1P address should be
showed on a warranty sticker with a square on to the

numbers.

Example: XXXXX. Then the IP for the door
controller would be 192 168.0.5X

POWER CABLE TYPE

|8 AW 2 Caore
22 AWG 4 Core

POWER ADAPTER

Input Controller supply = 13.6V 3A

WVA\ULT

powered by FALCO

DIRECT CABLE | CRDSS CABLE
1 WHITE-ORANGE | WHITE-GREEN
Z ORANGE GREEN
3 WHITE-GREEN |WHITE-ORANGE
4 BLUE BLUE
5 WHITE-BLUE | WHITE-BLUE
B GREEM ORAMNGE
7 [ WHITE-BROWN | WHITE-EROWN |
& | BROWN BROWN |
RELAY SETTING
1 .
RY1-CLOSE | RY2-CLOSE
POWER-LOCK | JP7-CLOSE | JP10-CLOSE
JPE-OPEN JP9-OPEN
RY1-OPEN RYZ2-OPEN
DH“EEEF“:T' JPT-OPEN JP10-0OPEMN
JPE-CLOSE | JPS-CLOSE
NORMALLY JP5 JP5
OPEN JPg JP8




